
ASSEMBLY INSTRUCTIONS
ITEM NO. : T5017-3DU-BN
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Secure the lampshade  by
adjusting the position of the
 nut and the spacers .
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The way to differentiate the live wire,
 neutral wire, and earth wire.
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Iron Spacer

Silicone Spacer

Glass

Silicone Spacer

Iron Spacer
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1.Attach the lamp body (A) to the frame on the lampshade (B) using the nut (C) to secure.
2.Open the screwgate of carabiner attached to the chain (D) and connect the carabiner with the collar loop
on the lamp body (A) (Pass the wires through the chain and the collar loop).
3.Attach the nut (E) and the canopy (F) to the chain (D).
4.Pass the wires through the threaded tube (G) and screw the threaded tube (G) into the collar loop
attached to the chain (D).
5.Install the mounting plate (H) on the outlet box with the screws (J).
6.Connect the fixture wire to the circuit wire by wire nuts (K), black wire with live wire,white wire with
neutral wire, ground wire with ground wire.
7.Put the canopy (F) around the threaded tube (G) using the nut (E) to secure.
8.Screw the bulb(s) (L) into the lamp holder(s).
9.Attach the glass part (M) to the threaded tube inside the nut (C) using the nut and spacers (N) to secure.

Please consult a qualified Electrician if you are not familiar with electrical wiring.


