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4.Loosen the hex nut around the bolts (H) and screw in or unscrew the bolts from the
junction box to get the right length for installation.

ITEM NO. : B5332DU
ASSEMBLY INSTRUCTIONS

3.Install the mounting plate (F) on the outlet box with the screws (G).

6.Fix the lamp body (E) to the mounting plate (F) with the ball nuts (K).
7.Lift the crystal lampshade (B) upward until you can see the whole lamp holder. Then you
can screw the bulb (L) into the lamp holder.

1.Pass the wires and lamp body (A) through the hole in the crystal lampshade (B) and attach
the connecting rod (C) to the lamp body. The light comes with 4 connecting rods and you
can adjust it to you desired height.
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Neutral Wire

5.Connect the fixture wire to the circuit wire by wire nuts (J), black wire with live wire, white
wire with neutral wire, ground wire with ground wire.
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2.Screw the hoop (D) into the connecting rods(C),and connect this hoop with the other hoop
attached to the canopy (E) with the carabiner.

L: Live (Black)

N: Neutral (White)

E: Earth (Green)
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The way to differentiate the live wire,
 neutral wire, and earth wire.
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E: Earth (Green)

Please consult a qualified Electrician if you are not familiar with electrical wiring.

Max. Size of Bulb:
1.6Inches Wide * 2.87Inches High

Recommended bulb shape
10.63"×4PCS
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